REFERENZE TECNICHE

Gilgel Gibe

Ethiopia

TECHNICAL REFERENCE

Dam impermeabilization (Lot 5) ® Tunnel consolidation (Lot 1)

INTRODUZIONE

L'impianto idro-elettrico di Gilgel Gibe rientra nel programma generale di
sviluppo del paese previsto dall’Ente per I'energia elettrica dell’Etiopia
(EEPCO), e ha come scopo principale I'espansione della produzione di
energia elettrica e lo sviluppo nel settore agro-alimentare.
L'area interessata dal progetto € localizzata a Sekoru Wereda, nella zona
di Jima, presso la regione d’Oromia, a circa 260 Km a sud d’Addis Abeba,
e acirca 70 Km a nord-est di Jima.

Si tratta di un altopiano piuttosto livellato posto a circa 1650 metri sopra il
livello del mare.

The Gilgel Gibe power plant falls within the country’s general development
plan envisaged by the Ethiopian Electric Power Corporation (EEPCO),
with the aim of expanding the energy and power generation capacity as
well as the development in the farm and food sector.

The project area is located in Sekoru Wereda, in the Jima zone, Oromia
Region, at about 260 Km south of Addis Abeba and at about 70 Km north
of Jima.

It’s a fairly flat plateau at about 1650 m.a.s.!.
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ETHIOPIAN ELECTRIC
POWER CORPORATION (EEPCO)

Ente Appaltante :
Owner :

Contrattista Principale :
Main Contractor :

SALINI - NECSO J.V. (Lot 5)
NECSO J.V.- SALINI (Lot I)

Durata dei lavori :

Duration of work : 1999 - 2003




DESCRIZIONE DEL PROGETTO

Il Progetto include tre principali opere :

M DIGA (Lotto 5)
B CONDOTTA FORZATA (Lotto 1)
Il CENTRALE ELETTRICA (Lotto 4)

Questa brochure si riferisce al Lotto 5 e al Lotto 1.

DIGA

La diga & un rilevato costituito da terra - argilla e roccia alta circa 40 m
caratterizzata da un rivestimento di calcestruzzo e asfalto nel paramento
di monte. Il livello della cresta diga € di 1.675 metri sopra il livello del
mare mentre la lunghezza ¢ di circa 2.000 m. Il volume totale del rilevato
& di circa 2.5 milioni di m3. Il rivestimento di calcestruzzo e asfalto coprira
una superficie totale di 105,000 m?2.

CONDOTTA FORZATA

La condotta forzata consiste in una galleria rivestita in calcestruzzo avente
un diametro interno di 5.5 m e lunga circa 9 km. Si sono realizzate due
gallerie d’accesso per eseguire lo scavo della condotta: la galleria nr.1
sara lunga 260 m e la nr.3 sara di 194 m.

Fig. 1a Profilo longitudinale del diaframma plastico e degli schermi di iniezione

Longitudinal profile of the plastic cut-off and grout curtain

I Piastic cut-off

Grout curtain

DESCRIPTION OF THE PROJECT

The Project includes three main constructions:

DAM (Lot 5)
POWER TUNNEL (Lot 1)
UNDERGROUND POWER HOUSE (Lot 4)

This brochure refers to Lot 5 and 1.

DAM

The dam is 40 m high and consists in an embankment made of soil, clay
and rock and is characterised by an upstream asphalt-concrete facing.
The crest level is at 1.675 m.a.s.l., while the length is about 2.000 m. The
total volume of the embankment is about 2.5 millions m°®.
The asphalt-concrete facing will cover a total surface of 105,000 m?.

POWER TUNNEL

The power tunnel consists in a tunnel lined with concrete, with an inside
diameter of 5.5.m, and approximately 9 km long. Two access tunnels
have been executed in order to execute the power tunnel excavation:
tunnel nr.1 will be 260 m long and nr.3 will be 194 m long.

Fig. 1b DIGA - Vista in pianta
DAM - Plan view
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